
TECHNICAL DATA SHEET



DINITROL® RC 800

Rust Converter 
	Description:
	Solvent free rust converter based on co-polymer latex combined with organic chelating agents.  Converts rust on a ferrous substrate into a stable organic iron complex.  When dry forms an impermeable barrier to oxygen and moisture effectively sealing out further corrosion.  



	Colour:
	White/Milky (When dry - Black)

	Typical Uses:
	Designed for application to corroded ferrous substrates such as frameworks, vehicle underbody components and cavities. 



	Coating Characteristics:
	Provides long-term resistance against corrosion and abrasion.  

Dry film providing good adhesion for corrosion prevention products or topcoats and fillers. 

Does not contain phosphoric acid or lead. 




	· Application:   Apply on solid rust.  When applying, the metal should be at room temperature, not over 40ºC. 

· Brushing.    When brushing avoid rust particle contamination of RC800 by pouring material into a plastic container; do not dip the brush in the original container or pour used material back into original container.
· Spraying.    Clean equipment after use with water promptly.  Blow dry with compressed air.  If the product has started to dry, clean with lacquer naphtha
· Recoating.   Touch dry after one hour.  Full drying time is between 2-6 hours depending on temperature, humidity and ventilation.  A further layer can be applied after six hours.  Full drying takes between 8-12 hours in well-ventilated area with temperatures not below 20ºC.  Coating is best left overnight before applying other coatings.  


	

	Dry Film Thickness:
	Recommended: 60-90µm

	Packages:
	10 x 1 litre bottles, 25 litre pails



	Storage:
	Store between 5ºC and 30ºC. Protected from frost.  Stir before using. Shelf life 12 months once opened.



	Performance
Value
Method


	Type of film
Hard when dry

Density at 23°C
1200kg/m2
DAM 4:1

Viscosity at 23°C
600-900 mPas
DAM 5:12

Solids content
61% by weight
DAM 2:4

Flash Point                                                             58ºC
Drying time
6-12 h at 60-90µm
Effect on auto paint
None
SS 186011

Removal Agent
Before drying -       Water

                                                                               After drying -          White Spirit


All values stated in this data sheet are typical and should not be considered as specifications.
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