Rustbuster Ltd


Main Rd, Hop Pole,

Spalding Lincolnshire, England PE11 3HH
PRODUCT INFORMATION
Rustbuster Mil-Spec ASTM Rust Preventive
Rustbuster Mil-Spec. Rust preventive is a heavy duty high solids metal preservative coating in de aromatised solvent. The product is designed for dip or spray coating operations and will deposit a surface dry hard flexible film which will provide corrosion protection for machined components, automobiles, road transport, rail rolling stock & structural steel cavities etc during medium term outdoor exposure. The product will give good wetting and penetration for cavity protection applications.
.

Typical Properties

Property


Unit


Test


Analysis

Appearance








Amber liquid

Pour Point


 oC


ASTM-D 97

-15.0

Colour



Scale


ASTM-D 1500
 6.0

Viscosity


seconds                  B4-Ford cup

100
Density


15.6oC

ASTM-D 1298
 0.88
Non Volatile content        
%wt.          

                                55.0 

Humidity  Cabinet resistance

Dry film  thickness 1.0 microns


ASTM-D 1748
60 days

Salt fog resistance 1.0 microns


ASTM-B 117

16 Hrs.
                              20.0 microns





400 Hrs.

Drying time 


Mins.





60
Applications
· Rust proofing automobile cavities and underbody.
· Where a transparent underbody rust proofing is preffered to black.
· Protecting machinery and parts during storage and transportation.
· Protection of structural steel cavities

· Where an effective humidity barrier is required.
